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Solid-Box Wrought-Steel 


Blacksmiths’ Vise 


Absolutely Guaranteed 
The front and back jaws 
of this vise are forged from’ 
one solid piece of — steel. 


There is neither welded head 
nor welded leg. The jaws 
are faced with high-grade 
tool steel. 


Blacksmiths’ 
Vise 


Standard List, Blacksmiths’ Vises 


No Weight Length of Depth from 


| . 
Pounds nee | Top of Jaw to Vise Opens | List 
Ape | techie rig Inches | Each 
ra 25 | 3% 3% 334 | $12.00 
20 30 335 3% 33%, | 11.00 
oe oat aa Dees oie Re 10.00 
7 ae 4 oe ies ae 10. 50 
2 45 Vanes) ec a i 11.00 
a0 50 4M i ae 11.50 
ef 60 4M ie | Ss | 13:00 
sh) 70 5 434 5% ~=—O«|~SCs«d5 00 
s0 80 5M 5 | 5% | 17.50 
90 90 5M 54 5M 20.00 
100 100 6 5% | 6 22.00 
115 lpe  Oi ieee Gu 25.00 
125 125 6% 6 6% O7500 5. 
150 150 7 le neae |-—3 36.00 
180 180 | 7% ie Ns 47.00 
ee 200 a Mm BO wee eT |B 56 00 


Extra parts shown on page 35 
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Columbian Solid Box 


Blacksmiths’ Vise 
Series “X” 


Absolutely Guaranteed 


The bench plate on this 
vise is far more simple, much 
stronger, and more rigid than 
the old style. It obviates the 
trouble experienced in the 
past of the gibs and keys be- 
coming loose and _ perhaps 
getting lost. Another advan- 
tage of this vise is the fact 
that the end of the box is cut 
off and left open, allowing for 
oiling and cleaning the screw, 
and also eliminating the pos- 
sibility of chips and dirt col- 
lecting which naturally wears 
out the thread on both screw 
and nut. A box left open 
insures longer life to the vise. 


Standard List, Blacksmiths’ Vises 


N Weight boneth of | eet from Wise Opens | List 
pa PB tite ce Jaws Top of Box Inches Each 
Approximate | Inches ivckoe 
a a a Stalled Shep wk (Ssh | ft Siasod 
30X 30 S54 Be eae eae 
fox 40 ‘Wee Oe oer Be 10.50 
a 45 434 | 3% | he 11.00 
ae er ae ier espe 
2 4% } 41% 5 3. 
70X 70 5 | 434 534 15.00 
80X 80 5M 5 | age 17.50 
BE | 8 eee | eee 
B _ TS Sy | 22. 
115X | 115 6% 6 614 | 25.00 
125X.| as ew, aS 8G | 6% 27.50 
150X 150 7 6% 7 36.00 
180X 180 7 7% § 47.00 
200X 200 8 74 8 56.00 


Extra parts shown on page 35 
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Columbian Solid Box Wrought-Steel 


Blacksmiths’ Swivel Vise 
Series 5000 


Standard List 


| Je Length 
No | peight cave List Price 
nches 
rie | 50 4% $11.50 
S060 | 60 434 13.00 
ene 70 5 15.00 
poe 80 5K 17.50 


Extra parts shown on page 35. 
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Forged Wrought-Steel 


Railroad Vises 
Series No. 180 


This vise is especially designed 
and built for heavy work, and 
should be used when a heavy 
duty tool is required. 


Standard List 


| | | 
| Widtl Depth from . 
Vise | Weight ? Top of Jaw to | Opens | Standard 


No Pounds | ,°% Top of Box Inches List 
| Inches | tae iches | 
| | | | 
“om — | } a -_ | 
| | | 
180 180 | M4 7% 8S |347.00 
200 | 200 | 8 7% S | 56.00 


== 


extra parts shown on page 35 


Heavy Duty 


Railroad Vise 


Boxes and Screws 
For Solid Box Wrought Steel Vises 


Standard List 


Diameter, } 
No. | Screw Size, Vise List 
Inches 

1 1% 25 to 50 | $ 3.50 
rene OR 60 to 70 | — 4.00 ses, 

? > rie ox and Screw for 
: uy a 2 a | ach Wrought Steel Vises 
Syeuhe «13% 150 to200 | 11.00 

ae 
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O 7 V1 
Horseshoers’ Vise 


Series 60-H-70-H 


Chis vise is designed to mect the specific requirements of the horseshoer, and 
is made along the same scientific principles as our blacksmith vise. Tach jaw is 
forged from a solid piece of steel. High-grade tool steel is used for jaw faces. 


Standard List Horseshoers’ Vises 
‘ae ; ~~} Depth from ~ 7 


: | Weight Length of | Top of Jaw to Vise Opens | List, 
No, Pounds | Jaws | “Pop of Box Inches ‘ Price 
Ne a Inches | Inches _ pes _.. 
60H 60 6 | 5% | 6 | $18.00 
70H_| 70 6 | 5% | 6 21.00 


Extra parts on page 35 


Se 
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Columbian Foot-Operated 


Horseshoers’ Vise 


Series 75 


Foot Operated Horseshoers’ Vise 


A positive quick-acting, easily-operated vise. The jaw opening is adjustable, 
with a range up to 2 inches. Every part a steel forging—no castings to break. The 
jaws faced with high grade tool steel. 


Wei 
No. poeae List Price 
75 75 $24.50 
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Columbian Solid-Box Wrought-Steel 
Arsenal Vise 


Series 38 


| Length 


¥ Weight 
No. Pounds aw List Price 
| Inches 
38 38 334 $25.00 
—_— eee aa eee eae 
———<—<—< <<< ey 
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Columbian Solid-Box Wrought-Steel 


Saddletree Vise 
Series 2/7 
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Columbian Forged-Steel 


Hand Vise 


| ] 
Width | Jaws | Length Weick 

i ) Over All erent | List 

eat: laches | Sonia | Taare Ounces | Price 
a} SS |. cas 

i ih | 7 3 72 $305 
5 1% , 5 16 1.10 
6 134. | 1% ( eee Mee 
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Columbian Farriers’ All-Steel 


Clip Horn Anvil 


Plan View Showing One Hardie and Two Pritchel Holes 


This anvil is manufactured from the same material as our regular blacksmith 
anvil, and along the same scientific lines. All shoers, by looking at face, horn and 
clip will promptly recognize the advanced and effective principle of anvil design 
adapted 


Pounas a Tnchas ag ere | Britcne: sie 
100 3Y%x15 10% 7s | ts 
130 314 x 16 12% | % 
150 35% x 18 13 1 bj 
175 344 x19 134 lds | 56 
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Columbian All-Steel 
Anvils 


Blacksmith Pattern 


Made from Solid Crucible Steel of Special Analysis 


The true mechanic recognizes the anvil must be made from the best quality of 


steel to produce the necessary ring and rebound. 


Scientific Design. The width of base is always equal to the height, thereby 
lowering the center of gravity, and insuring the rigidity necessary for securely fasten- 
ing to block. The horn is long and rounded throughout its full length, and the tail 
is long. Large face surface, which is milled before tempering, and ground after 


tempering, so as to insure a perfect finish and rectangular edges. 


Sizes 


80 to 425 Ibs. Base 

426 to 625 lbs. M%c per lb. extra net 

626 to 800 Ibs. to, of pans 
70 to 79 lbs. MWe 
60 to 69 Ibs. lc 
50 to 59 Ibs. Domes ot 
40 to 49 Ibs. Sc. ae a 
30 to 39 Ibs. 6c> = 
20 to 29 Ibs. Sone & 
10 to 191bs. 15c . 


“ “ “ “ 


“ & “ 
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Blacksmith Anvil Dimensions 


Lbs. Face | Horn | Blight | Sane nae | 
+ aaoautet | al. | Speaelecteiee 
< a \ = = = as == | ss ! = 
Ae 2 3 | #8 = | = | oe | ee || go ll 3 
i ee ef sok se | Ae. |) ad | wea aes 
} | li | = I R = | 
! | 
10 | 64%| 1% | 3% | OR 1% | % fast UM | Ste 
20 | 8 2% 4 Lee ee? | at M4 | tej 9 
30 | 9x| 2% | 4 | ie | ox | xe | wl 3 | 5H 
40 110%] 23% | 54) lat | 24 | H | s | ove ll 6d 
50 | 11 3 | 5% | 1396 | 24 3 % || a 676 
60 | 12 3'e Oh 6 hers | 2h % | Mil wil 7% 
70 | 1234] 3% | 6% | lw& | 2H 4% | «Mi veil 7H 
80 | 1336] 3% | 6H | IR | 218 rea 3% || | 838 
90 | 13% | 3% | 67 | 18 | 3x Ys | || 8 
100 | 14% | 3% | 7K |} 18 33% | Kw seh 9% 
10 |14%| 3% | 74 | 18 | 336 | we | KW owl O% 
120 | 153} 334 \ 7H 134 5a %# | 1 || ¥iI 9% 
130 15% | $54 | ‘Tt 2 334 ea | ga a | | eX 
140 | 16 4 | Sy aT a4 H% | 1 dO 
150 |16%| 4 | 8% | 2% | 3% ee ee |e a CO 
160 [17 | 4 | 8% | 2% | 3% H || 1 | #1 1056 
175 j 174 | ay | 83 | 2% | 3x | H il 1 || % || 10% 
200 | 18 4yu 1 9 | 2K {| 4 | 34 | 16 il $6 ]] 1134 
225 |19 | 4% | 9% | 234 | 4 | @ i 1% i 36 || 1176 
250 | 19% | 4% | 9% | 2% | 4% | Hf 1M || 3% || 12H 
275 | 1934 | 5 | 978 | 26 | 4% i 6] 1K | OM Il 1236 
300 |204| 5 | 10% | 2% | 4x | # fl imi 3 |} 128 
325 | 2056 | 5% | 10% | 2% | 434 | we | 1364! W8 || 12% 
350 | 20341 544 | 1034 } 28 | 5 | w W weil x] 23 
375 |21%| 51% | 1086 | 2% | 5 | 1% iH 136 |; zl] 18% 
400 | 21%] 5% | 10% | 2H | 5% mw || 1461 4 || 138% 
425 |22%| 5% | 11 | 2% | 5K | He Hl 136 || 78 jj 1874 
450 |22%] 6 | 11% | 2 | 54 | H || 16] 36) 14y 
475 )23 | 6 | 11% | 278 | 54 | HH H iwi 1 |i 14s 
500 |24 | 6 | 12 | 38 | 5% } 1 1%} 1 | 45 
525 | 2414%7| 6% | 121% | 3a | 5% | 1 | 1% | L || 1536 
550 | 24% | 6% | 124 | 3% | 54 | 1 | iwi 1 | ise 
575 | 243% | 634 | 1234 | 3, | 5 | 1 ft ix fl 1 Hl isa 
600 | 2534 | 63 | 1234 | 3% | 5% 1 | 1% 1 > aS 
i ‘ i 
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Columbian Malleable Iron 
Machinists’ Vise 
Series 500 


Solid Jaw, Stationary Base 


Practically an indestructible vise made entirely from high grade malleable iron, 
except the screw and handle. The screw is a solid forging. The handle is cold rolled 
steel, with ball ends forged from the solid rod. This eliminates a common trouble 
of the ball end jarring loose. 


Standard List 


Fe ox i Depth | 

Vise | aa pans | Opening | Weight List 

vo. | Inches Inches } oe. | Pounds Price 
502 2 | 3 2 | 9 $ 4.75 
75 a ee) | | ey ee 13 5.25 
503 | 3 | 4ly 2% | 20 6.00 
5033 3% 5 2% 27 7.00 
ope A eae 6 275 5 alll” 36 8.50 
5044 } 4% 7 3% 46 10.00 
2057 | oe 8 1 | 58 13.00 
50514 | 5% 9 4 75 18.50 
506 | 6 10 4K 82 25.00 
507 | 7 12 5% 116 37.50 
508 tea28 13 5% 150 | 45.00 
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Columbian Malleable Iron 


Machinists’ Vise 
Series 600 


Solid Jaw, Swivel Base 


This vise is made from the same material as our stationary base malleable 
iron vise, shown on preceding page. The effective swivel base arrangement allows 
the vise to be swung and quickly clamped in any desired position. 


All vises with larger than 6-inch jaw, furnished with two swivel clamping-nuts. 


Standard List 


| 
Width Jaws Depth | 


Vise 3 - re) , Weight List 
No ao. open eae | Poands Price 
Inches 
602 2 3 2 | 12 | $5.75 
60214 2% 3% 23% 7 | 6.50 
603 3 414 24% 25 7.50 
oe 4% Ha 5 234 re 75 
: 6 278 10.50 
608 yY 4% 7 34 56 12.50 
5 5 8 4 74 
60534 3 “% 9 4 $6 2. 00 
606 6 10 41% 90 30.00 
607 vi 12 5% 126 42.50 
608 8 13 5M 165 | 50.00 


1S 
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Columbian Adjustable Jaw 


Machinists’ Vise 
Series 300 


Adjustable Jaw, Stationary Base 


The design of the adjustable-jaw vise is such that it is just as strong as the 
solid-jaw vise. By removing the pin from the back jaw it will swivel to any required 
position, gripping irregular or tapered work securely. 

This vise will stand up under the roughest machine-shop usage, and is indis- 
pensable in a too] room when fine work is to be done. 


Standard List 


ea es each. pone List Price 
302 | 2 2% 
5 « = 
Baa ian j 
303 4 3¢ ew 
304 4 XY 
Bie leg ol oh bi 
305 ‘ 3 
305% 5% oe 
306 6 9M 
307 | 7 11 
308 | 8 12 
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Columbian Adjustable Jaw 


Machinists’ Vise 
Series 400 


Adjustable Jaw, Swivel Base 


After long experience in manufacturing vises, we have designed this special 
style of jaw. It is as strong and rigid as the solid jaw type, and is not liable to 
breakage. 

The jaw swivels easily to any required position. Vises with smooth faced jaws 
can be furnished when desired, without additional cost to the purchaser. All parts 
of these vises interchangeable. 

Standard List 


T | oe 

Vise No. wiaey Jawe | das Open | Ponta List Price 
402 2 : 214 15 $ 6.25 
rie 274 3 z 6.75 
‘ ‘ 26 7.50 

403 4 3% 434 | 32 8.50 
404 4 5% 46 10.50 
40414 44 6 65 12.50 
405 5 734 | 90 16.00 
405% 5 9 | 118 | 19.00 
406 6 914 168 27.00 
407 7 11 207 35.00 
408 12 300 45.00 


_ 
QQ 
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Columbian 


Coachmakers’ and 
Bodymakers’ Vise 


Series 120 


Solid Jaw, Stationary Base 


In designing this vise, we made a close and careful study of the needs of the 
coachmaker, body-maker, and general shop requirements. The Columbian design 
is right. It is strong, reliable and as well-made as our general machinist vise 

The tool-steel faces are beavy and wide. The vise comes untempered, unless 
specially ordered otherwise. All parts interchangeable. 


Standard List 


= ———— 


| 4 } | ae 
ViseNo. | Width ae | ioeka | Ponght List Price 
— -— — + i —_—— ; | 
124 | 4 | 9 44 $ 8.50 
1244 — 44% | 11 58 10.00 
a ari ae nl 
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Columbian 


Coachmakers’ and 
Bodymakers’ Vise 


Series 220 


Solid Jaw, Swivel Base 


This vise is fitted with our regular clamp-nut design of swivel base. All steel 
jaw-facings are milled to a perfect parallel, then ground to insure a positive bearing 
and smooth face. 


We guarantee every vise to be right. 


Standard List 


Vise No. Width Jaw Opens | Weight 


Inches Inches | Pounds List Price 
aot : 9 52 $10 50 


22419 dls ll 64 12.50 
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Columbian 


Coachmakers’ and 
Bodymakers’ Vise 


Series 320 


Adjustable Jaw, Stationary Base 


Regardless of the high jaw, this design will stand up to its requirements witb- 
out fear of breakage. We guarantee it to do so. 


The swivel jaw will adjust to any tapered or irregular piece of work as the screw 
is tightened. 


All jaws are faced with tool steel, and carefully finished. 


Standard List 


} | 
Vise No. strat ees | poient List Price 
| | 
324 4 | 7 | 46 $ 8.00 
39414 44 9% | 64 11.00 


20 


The Columbian Hardware Company~ ¢/Vianufacturers 


VW VW 


Columbian 


Coachmakers’ and 
Bodymakers’ Vise 


Series 420 


Adjustable Jaw, Swivel Base 


Every part of every Columbian Vise is made to gauge. Perfect working and 
wearing conditions are assured, 


Standard List 


Hise No | Width Jaw | Opens Weight i i 

Vise No. | tiéhse | Taehes Pounds List Price 
- a Sef) + 

424 — 4 7 | 48 $ 9.50 

424 | 4M | 10 | 72 | "13/00 
oe el | E ‘ | 


EE 
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Columbian 
Eureka Machinists’ Vise 

Series 700 


Solid Jaw, Stationary Base 


This vise is designed and built to supply the requirements for a strong, durable 
medium-priced vise. 
Standard List 


| " x De “pth | 

Vise No. | ba ae Ope ning hi eight | List 
| Inches Inches Taahes ounds | Price 
{ | 
i ! 

702% | 2 34 | $ 5.25 
703 | 3 4% 6.00 
703% \ 3M 5 | 7.00 
704 4 6 | 8.50 
704% ' 4% 7 | 10.00 
705 | 5 8 13.00 
705% | 5K 9 18.50 
706 6 10 25.00 
707 7 | 12 37.50 
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¥ WY 
Columbian 


Eureka Machinists’ Vise 
Series S00 


Solid Jaw, Swivel Base 


The jaws are solid steel. The slide and screw are extra strong. The screw 
is drop-forged from one solid steel billet. 


Standard List 


| 
Width Jaws Depth | roe | < 

ee NI oe oO Weight List 
POS be gee eee Saws. Pounds Price 

ae neces Inches | 
802 2% 3% 238 20 3 6.50 
803 3 44 2% 28 7.50 
803 4 3% 5 2K 37 8.75 
804 4 6 278 53 10.50 
8044 41% 7 314 68 12.50 
805 5 8 4 86 | 16.00 
805% 5M 9 4 118 22.00 
S06 6 10 4% 156 30.00 
807 7 12 bly 234 42.50 

ee eee Se ee a 
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Columbian 


Combination Pipe Vise 


Series 100 


Stationary Base 


This equipment is a combination vise, embodying the best principles of a stan- 
dard machinist vise with the convenience of a set of jaws for holding pipe. 

Pipe-jaws are made from tool steel with milled teeth, tempered to withstand the 
hardest usage. 

The screw is forged from one solid steel billet, 


Standard List 


— a ee 


| Width Haiti (Ppp an per 
i ae tnches | Pounds He | unt Pace 
| | 
e ‘Same = |-———-—— re 
103% | BY 4to2% | 45 $16.00 | $1.50 
104% | 4d %to3% 70. 22.00 | 1.75 
105 | 5 tod 115 32.00 | 2.00 
106 | 6 1 to 6 170 45.00 | 3.00 
ff ee Ale = 


ee 
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Columbian 


Combination Pipe Vise 
Series 200 


Swivel Base 


The front pipe-jaw is reversible, so that it can be turned if desired. This means 
practically two sets of jaws. 


Standard List 


Width Holds UK Jaws: Stas | ly Saye 
Vise No. Taw | Pink 1 ake! | Weight List eet 
me No | aches | umches | (02m, | Poutds | ace | pare 
ie =i. : —| z | 
203 4 34% | 16 to 2% 4 | 46 | $16.00 | $i 50 
2041 4% | 3g to 3% 5 72 22.00 | 1.75 
205 o 1g to 414 614 119 32.00 | 2.00 
206 6 | tos | Sly 178 | 45.00 | 3.00 
— - =! —— 
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Columbian ‘‘Eureka’’ 
Combination Pipe Vise 


Series 130 


Stationary Base 


A good, strong, serviceable combination pipe vise. The pipe-jaws are cut and 
milled from best quality of tool steel. 


The vise jaws are faced with tool steel, similar to our standard machinist vises. 


Standard List 


; - — 

| Width i Holds | Jaws . Jaws 
Vise No. Jaw Pipe | Open List per Set 

| Inches | Inches Inches Price List Price 
132% | 2% | Ktol 2% $10.00 $ .70 
133 | 3 |} 4Btol% } 3 12.00 | 1.05 
133% 3M ¥% to 2 3% 16.00 1.25 
134% 4% | % to 3 | 4% 20.00 1.50 
135 5 % to 4 6 28.00 1.75 
136 6 | % to 6 | 8 35.00 2,50 
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Columbian ‘‘Eureka’’ 


Combination Pipe Vise 


Series 230 


Swivel Base 


_ . These vises made from the same material and with the same care as all 
Columbian tools. 

The quality of material used is the best; the construction first class. They 
are good serviceable tools, and will meet all requirements. Prices are extremely 
moderate. 

Standard List 


| Width | Holds ] Jaws | : Jaws 

Vise No Jaw Pipe Open | List per Set 

| Inches Inches | Inches Price List Price 
232! | 24% 2% $10.00 $ .75 
233 3 3 12.00 1.00 
23314 31 34 16.00 1.25 
23414 414 4% 20.00 1.50 
235 5 6 28.00 1.75 
236 6 8 35.00 2.50 
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Columbian 
Heavy-Chipping Vise 
Series 107 


CHIPPING 
VISE | 


Heavy Chipping Vise 


This vise is designed especially for extra heavy work in railroad shops and steel 
mills. It is practically indestructible. The screw is a solid drop-forging. The 
handle and balls are forged from one piece of steel. 


Standard List 


= —— SS = 


Width aye Weig | 
Vise No. | Jaw | 3 renee # | Paehe | List Price 
Inches 
|- = a wig ee = a 
107 7 | 11% } 218 337.50 
108% | 8% 13 268 50.00 
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Columbian Universal 


Pattern-Makers’ Vise 


Series LA 


The taper-jaw mechanism 
is the distinctive feature of 
the Pattern-makers’ vise. 

This view shows the hinged 
joint behind the back jaw; at 
the left the rod and clamp 
arrangement controlling the 
swing of the vise are shown. 


Series 1B 


A Universal Vise for Pattern-makers. 


This View Shows 


Plainly the Taper-jaw Arrangement 


with the Jaws 
Horizontal 


Series 1-B 


Standard List 


Quick-Acting 


| Opens | Weight 
No | Inches Inches | Pounds 
1B | 7x18 14 | 88 
2B | 7x18 1Si, as 
| 
a 


Patternmakcrs’ Vise 


Series 1-A 


This view shows the vise 
swung around so that the 
jaws are horizontal. 

The screw controlling the 
taper jaw mechanism is 
sbown at the left of the upper 
jaw. 


Continuous Screw 


1 if 

| Jaw Opens Weight | 

Inches Inches | Pounds | Price 

aE PERE ca a 
| 7x18 14 | 80 1$15.00 
(7x18) 18 | 17.50 


The Columbian Hardware Company «Manufacturers 


vy VW 


Columbian Universal 


Wood-Workers’, Cabinet-Makers’ 
and Manual Training Vises 


Series 3A Series 3B 


Standard List 


Continuous Screw Quick-Acting 
Jaw Opens | Weight x Jaw Opens | Weight | 
No. | Inches | Inches | Pounds | Price No. Inches Inches Pounds Price 
eet iS —_ | es 
3A 7x 16 12 | “60 $11.50 8B |7x16: 12 | 65 $12.50 
4A 7x 16 1S | 65 13.50 4B 7x16 16 70 14.50 
5A | 7x16} 20 | 70 14.50 |} 5B | 7x16 20 75 15.50 
6A | 6x12 12 40 9.00 6B | .6:x212'{ » 12 42 10.50 
7A 6x 12 16 43 | 10.00 7B | 6x12 16 45 11.50 
8A |6x12| 20 | 46 | 11:00 || 8B | 6x12; 20 | 49 | 12.50 
| 
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Columbian Universal Vises—In Various Positions 


With the vise swung at an angle, work 
can be conveniently held flat on the 
bench. 


In this view the hand-nut (A), 
has been loosened. allowing the 
entire vise to be swung around 
on the hinge joint so that the 
jaws are horizontal. This view 
shows clearly the hand-nut (B), 
that loosens the sleeve. allowing 
the entire mechanism to rotate 
on the screw as an axis. 


= Using the dogs to hold a curved seg- 

ment. A light tap on the dog where it 
_ projects on the bottom, brings it up 
* into place. 


Columbian Industrial-Special” vise The Columbian Universal Vise, rotated 
for Manual Training and Vocational so that the ends of the jaws are above 
schools, ready on the bench. the bench level. 
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Manual Training and Wood- 
Workers’ Vises 


Series 13A Series 9B 


This is a_ well-con- 
structed, heavy duty, 
general utility — vise. 
The guides are round 


ee oe steel rods, carefully 

ee a || machined. The thread 

aa 1 an is carefully propor- 

tioned and accurately 
cut 

The quick-acting 

mechanism in this vise 


Series 13-A 
follows the standard 
principle of the inter- 
cepted thread,so widely 
developed in  breach- 
blocks of modern ord- 
nance. With the han- 
dle at a certain angle. 
the jaw can be moved 
freely. A slight turn 
and the threads are 
locked, to tighten at 
will. 


Series 9-B 


=a 5 Ras Standard List 


Continuous Screw Quick -Acting 
J Jaw Opens Weight Jaw Opens Weight 
No | Inches Inches ge | Price No. | Inches Inches Pounds Price 
13A | 4x10 12 36 «|S 5.50 9B | 4x10 12 | 36 {$7.00 
144A | 4x10 16 38 6.50 10B 4x10} 16 | 38 8.00 
15A 14x10, 20 40 | 7.50]) 11B | 4x10] 20 | 40 9.00 
16A 4x10 24 | 42 | 8.50 12B |; 4x 10 24 | 42 | 10.00 
| 


Tf a Dog is desired in Back Jaw, add 50c to list of each vise. 
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Columbian ‘‘Eureka”’ 
A Simple ‘‘Quarter-Turn"’ Quick Acting 


General Utility Vise 
Series 13B Series 13BB 


For general home use, for 
manual training work, for car- 
penter shops, for auxiliary equip- 
ment in woodworking establish- 
ments of all kinds, this vise will 
prove of special value. 


It is simply and_ sturdily 
Columbian Quick-Acting Lever Vise built. The quick-acting mechan- 


Series 13-B 


ism, locking on a rack on an 
inclined block, and tightening by 
a cam arrangement on the 
hub of the handle, is simple and 
direct. 

Columbian Eureka vises will 
be found everywhere, always 


giving satisfactory service. 


Quick-Acting Lever Vise with Dog in the Front Jaw 


Series 13-BB 


Standard List 


Quick-Acting Lever Vise i Quick-Acting Lever Vise with Dog 


Weight 


Opens 
Pounds Price 


Jaw | Opens 
Inches 


Weight 
Inches | Inches 


Pounds 
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Columbian 
Manual Training and 


Cabinet Workers’ Vises 
Series 9 A Series 9 AA 


Where it is necessary to 
provide equipment at minimum 
initial cost, this vise, simply, 
strongly and economically built, 
presents many advantages. The 
vise can be furnished either 
with or without a_back-jaw, 
as shown. 


Simple Vise for Home Use Without a Back Jaw 
Series 9-A 


At no point in the design and 
construction of this vise, has the 
service factor been sacrificed to 
lower the cost of production. In 
proportion to its cost, this vise 
will be found to give extraordi- 
nary service. 


Vise for Home Use, With a Back Jaw 
Series 9-AA 


Standard List 


| 


~ Plain Continuous Screw _ 
with Back Jaw 


Plain Continuous Screw 
without Back Jaw 


} 
| 


| Jaw | Opens | Jaw Opens 
No. | Inches Inches | Price \ No. | Inches Inches Price 
| | — 
H | | 
Sh heey t ¥ $3.00 || 9AA | 2x 7 $4.00 
10A | 3x10 | 12 | 4.00 |) 10AA | 3x 10 | 12 5.00 
te alt esl: 
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1, FRONT JAW 
2. BACK JAW 


A 


Z 


3. SCREW BOX & RINGS 


7. BENCH-PLATE 


8. SPRING 
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“Rach of all we manufacture 


will serve perfectly the pur- 
pose for which it is intended 


—and lastingly, too.” 


“Forty and eight years” in the making of 
hardware, some expensive experiments 
and experiences in the meantime, have 
given us a few simple principles as to 
how it should be made.” 


“One of the simplest of these is to make 
it GOOD.” 


“Another is to charge a fair price for it 
and give the money’s worth—and then 
some.” 


“Some of the lines may be inexpensive, 
but—’” 


“They are all GOOD.” 


“Look for the Triangle” 


*Now fifty and five.” The above is quoted from the “Book 
of Reasons,” a little sales manual written in 1907. 
It was then, and is now, our guiding policy. 
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